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€ DIAMETERS € Emaﬁﬂs o BE CO:RALLEL FACES WITHIN= DIMEN: EFORE PLATING OR FINISH TH'RDDIJ:;:E?%OZF;O:ERCET'&N'ME_E[M}?LEE?ALE' 59-900069 A
. ~—"] , R0.65
0" Ring fitted (Optional) Q
Green — PBT 1) ‘j_
o 1) Block — PBT Body SOLDER TERMINALS
T
— 2.72
"m" MECHANICAL
_1 7
TRAVEL (NOMINAL) 0 2.3mm
LIFE (MINIMUM) : 1,000.000
CYCLES
OPERATING FORCE (NOMINAL): 3N
ENVIRONMENTAL & PHYSICAL
INGRESS PROTECTION : P67
\ PANEL SEALING (SEE NOTE) : IPX3
= PANEL THICKNESS WITH "0" RING  :2.7/ 2.5mm
212.15 4.8 13 PANEL THICKNESS WITHOUT "0" RING :3.65/3.55mm
(Butten) BUMP TEST (6s z01trart 2.1 €)@ 40g
ViEw "a»  OPERATING TEMP . —400,/+1052C
217 45 2 CONTACTS : GOLD PLATED
g PALLADIUM
(Bezel) NICKEL
ELECTRICAL (SWITCH ONLY)
Lanel Cut Out DIELECTRIC STRENGTH . 1000VAC
(Scale 2:1) INSULATION RESISTANCE i Tels)
De—Burr/ CONTACT RESISTANCE (INITIAL) : 50MQ
?Oum‘e’s";k y CURRENT RATING:—
o Be 0.1 Mox. @ 32 VAC RESISTIVE . 400mA
Both Sides @ 50 VDC RESISITIVE : 100mA
@ 125 VAC RESISTIVE : 125mA
) . LIFE (MINIMUM) : 500,000 CYCLES
Switch Terminals SWITCHING POWER (MAXIMIUM) : 16VA AC
SOTULL SI7E 915.3/15.15 (2 off) NOTE

WITH "0 RING FITTED PANEL SEALING TO AT LEAST
IPX3 WILL BE ACHIEVED, PROVIDED THE PANEL
CUT OUT / THICKNESS TOLERANCES ARE MAINTAINED.

[A3]

CHANGE NOTE No.

DATE

DRAWN | ISS.| CHANGE NOTE No.

DATE

DRAWN

ECNB6027

15.1.96

BV

ITW Switches

Licon Switches, Chicago Switch. RC/UID Switches See BOM
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