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DRAMNG NUMBER REV
LDS—-C402RK

ELECTRO—QFTICAL CHARACTERISTICS Tp=25'C If=10mA

PARAMETER MIN TYP MAX UNITS TEST COND
PEAK WAVELENGTH 565 {GREEN) nm

FORWARD VOLTAGE 2.2 2.6 Vi

REVERSE VOLTAGE 5.0 Ve lr=100uA
AXIAL INTENSITY 3500 ued l¢=10mA
EMMTED COLOR: GREEN

FONT COLOR:

BLACK
SEGMENT COLOR: GREEN DIFFUSED

LIMTS OF SAFE OFERATION AT 25C PER CHIP

PARAMETER MAX UNMTS
PEAK FORWARD CURRENT* 130 mA
STEADY CURRENT 25 MmA
POWER DISSIPATION 105 mW
OPERATING, STORAGE TEMP. —40 TQ +835 G
SOLDERING TEMP, +260 C
2.0mm FROM BODY 3 SEC. MAX
* t<10uS

RELABILITY NOTE

OUR MANY YEARS OF EXPERIENCE DATA ACCUMULATION INDICATE
THAT SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTLRE
FAILURE. PLEASE PAY ATTENTION TO YOUR SOLDERING PROCESS.

S 29¢ E. HELLEN RQAD
7 PALATINE, ILLNQIS &Q067

INCORPORNT ED (B47) 359-2790

CONFIDENTIAL INFORMATION
THE INFORMATION CANTAINGD N THIS DOOLMENT 8 THE Y OF LLNEX .
EXCEPT AS SPECIFIGALLY AUTHDNRIZED IN WRITING BY LLMEX |NCORMORA THE HOLOER QrF
THIS DDCUNENT SHALL KEEP ALL INFDRNATKIN CONTANED HEREIN CONFID AND SHALL PROTECT
SAME N WHOLL OR IN PART FRON OISCLOSURE AND OISSEMINATIDN TO ALL THIRD PARTES.

DATE: 8.24.04 DWN: CHK'D: APPD:

SCALE: N/A

4" SEVEN SEGMENT DISPLAY, GREEN,
COMMON CATHODE.
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