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UNLESS OTHERWISE SPERIFIED TGLERANCE 5 +.35mm (00107

DRAWING NUMBER REV

OED—-SPRC572L120

REPLACED PART: OED-SP-37RS

B ECTRO—OPTICAL CHARACTERISTICS Tp =25'C

PARAMETER SYMBOL TEST CONDITION MIN  TYP MAX UNIT
CPEN CIRCUIT VOLTAGE Voc Ee=0.5mw/cm? D.35 \
SHORT CIRCUIT CURRENT  Isc Ee=0.5mw/crm’ ao PA
DARK CURRENT Id Vr=10V 30 nA

Ec=0.5mw/cm?
TERMINAL CAPACITANCE Ct Vr=3&V, F=1MHz 25 pF
RESPONSE TIME Tr/Tf  Vr=10V,RI=1000.0 50/50 ns
SPECTRAL SENSITIVITY A 700~1000 nm
PEAK WAVELNGTH Ap 940 nm
HALF ANGLE A@ +60 DEG

LENS COLOR: BLACK

LIMITS DF SAFE OPERATIDN AT 23°C

PARAMETER MAX UNITS
REVERSE VOLTAGE 20 \
PCWER DISSIFATION 150 mw
COPERATING TEMP. —20 TO +70 C
STORAGE TEMP. =25 TR +80 '
SOLDERING TEMP. +260 ‘C

2.0mm FROM BODY 3 SEC. MAX

RELIABILITY NOTE
QOUR MANY YEARS OF EXFERIENCE DATA ACCUMULATION INDICATE

THAT SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTLRE
FAILURE. PLEASE PAY ATTENTION TO YCUR SOLDERING PROCESS.

290 E HELLEN ROAD
PALATINE, ILLINCIS 60067

7
INCORPORNTED (847) 359-2790

CONFIDENTIAL INFORMATION
THE INFORNATION CONTAINERZ N THIS DOCUMENT IS THE PROPERTY DF LUMEX INCORPORATED,
EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITNGC BY LUMEX INCORPDRATED, THE HDLDER OF
THIS DOCUNENT SHALL KEEF ALL INFORNATION CONTAINGO HEREN CONFIOENTIAL AND SHALL PROTECT
SAME N WHCLE CR IN PART FROM DRCLOSURE AND DISSEMINATION TO ALL THRD PARTIES,

SCALE: N/A

TS x 7mm RIGHT ANGLE CURVED SURFACGE,
PHOTODIODE.
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