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ELECTRO—OPTICAL CHARACTERISTICS TA=25 <C If=20mA
PARAMETER MIN TYP MAX UNITS TEST COND
PEAK WAVELENGTH 564 (GREEN) nm
B34 (RED) nm
FORWARD VOLTAGE (R/G)} 2.0 28 V¢
AXIAL INTENSITY (R/G) 5.0 med 1§=20mA
VIEWING ANGLE 80 2x theta
EMITTED COLCR: RED/GREEN
FONT COLOR GRAY
EPOXY LENS FINISH:  MILKY WHITE DIFFUSED
REFLECTGR MATERIAL: NORYL
LIMITS OF SAFE OFERATION AT 25 DEG. C
7.9 {.31) PARAMETER MAX UNITS
PEAK FORWARD CURRENT (R/G)~  150/150 mA
STEADY CURRENT (R/G) 30/25 mA
POWER DISSIPATION (R/G) 105/105 mWw
DERATE FROM 25 'C -1.2 mw/ T
CPERATING, STCRAGE TEMP. —40 TO +85 'C
LEAD SOLDERING TEMP. +260 T
2.0mm FROM BODY 3 SEC. MAX
SIDE VIEW * t<10us
ﬂ!ﬁ& 292 E. HELLEN ROAD
.-’ PALATINE, ILLINQIS 60087
OPTO/COMF'DNENTS. INC. (708) 3592790
C.‘ONFIDENTIAL INFORMATIDN
THE INFORMATION CONTANED IN THS DOCUMEN F LUMEX QPTC/COMPUONENTS,
EXCEPT AS SPECIFICALLY AUTHORIZED IN WRI'I'ING BY IJ.IMEX QPTO/CONPONENTS. ING.. THE mLIIh OF
THIS DAGUMENT SHALL KEEP ALL INFORMATKIN GONTAINED HEREIN CI:INFIDENTIAL AND SHALL PROTECT
SAME IN WHOLE OR IN PART FROM DISCLOSLURE AND DISSENINATION
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5 UNIT BICOLOR RED/GREEN ARRAY, CURVED
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