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PART NUMBER REV.

SSB—CER3532UWW

ELECTRO-OPTICAL CHARACTERISTICS Ty=25'C PER MODULE If=20mA

PARAMETER MIN

TYP MAX UNITS  TEST COND

PEAK WAVELENGTH - am
1,00 £0.039] FORWARD VOLTAGE 6.6 7.0 Vs
@ PLSD REVERSE VOLTAGE 5 Vi Vr=0.15mA
110 [0.0437 LUMINOUS INTENSITY(*1) 100 od/m?2  If= 20 mA
_I . . 0 CHROMATICITY X 027 0.29 Q.31
- | ] COORDINATES(¥2) Y 0.28 030 032
> EMITTED COLOR: WHITE
S = REFLECTOR FINISH: CLEAR WHITE WITH DIFFUSER
9 3864 1.521] 5 *1. LUMINOUS INTENSITY TESTING CONDITION: 550nm WAVELENGTH.
& 35.64 [1.403] V.A. S *)_ THE ICI STANDARD COLORIMETRIC SYSTEM.
= ... 30001181 Q
o MAX. o 13.24 [0521]
P = 160 [0.063) ——— 1270 [0.500]  LIMTS OF SAFE OPERATION AT 25°C PER MODULE
Tt - - PARAMETER MAX UNITS
@ | i | NER | 5150 [@0050] STEADY CURRENT 30 mA
0 : ! == ' ' POWER DISSIPATION 0.21 w
= I ! - ; DERATE FROM 25°C, PER DIE -12 mW/"C
n l ! 0 v OPERATING, STORAGE TEMP. —40 7D +85 C
j | ! — .
o SOLDERING TEMP. + 260 c
_=_:[ . . 2.0mm FROM BODY 3 SEC. MAX
bt A K T f
E —+ =~ 3.00 [0.1181 34.44 [1.356]
o —I |~ 3.09 [0.122]1 MAX.
2 19
H Ao—DH S K
N~
®
*UNLESS OTHERWISE SPECFIED TOLERANCES PER DECINAL PRECISION ARE: X=t1 (£0.039), XX=t05 (4D.020), XXX=20.25 (+0.010), XXXX=10.127 (+0.005). LEAD SZE=10.05 (10.002), LEAD LENGTH=10.75 (0.030). MiN= 1DECMAL PRECISION yp - #0000 01
REV. PART NUMBER THE INFORMATION lZION?gxg;)EIn.n%ISINE((:'?E'I,],:\»A.Ié(lj\l"l\'l IS THE PROPERTY OF 290 E. HELEN ROAD

CONTAINED HEREIN CONFIDENTIAL AND SHALL PROTECT SAME IN WHOLE OR
IN PART FROM DISCLOSURE AND DISSEMINATION TO ALL THIRD PARTIES.

35mm x 32mm VIEW AREA, EDGE LIT LED BACKLIGHT, REUABILITY_NOTE
OUR MANY YEARS OF EXPERIENCE DATA ACCUMULATION INDICATE THAT

SOLDER HEAT IS A NAIOR CAUSE OF EARLY AND FUTURE FALURE.
WHITE, 2 CHIPS, 6.6V @ 20mA PLEASE PAY ATTENTION TO YOUR SOLDERING PROCESS.
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