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NOTES

1. P.C.B. MATERIAL: FR4, DOUBLE SIDED.

2. REFLECTOR MATERIAL: WHITE POLYCARBONATE.

3. LEADS: TIN PLATED STEEL.

4. PART NO. STAMP ON BOTTOM OF P.C.B. — SSB—COB8820.

SS/MS

DRAWING NUMBER REV

SSB—-COB8820GW

LIMITS OF SAFE OPERATION AT 25 DEG. C

PARAMETER MAX UNITS
PEAK FORWARD CURRENT 525 mA
REVERSE VOLTAGE 8 v

POWER DISSIPATION 2.3 W

DERATE FROM 25 °C 61.3 mW/ oC
OPERATING TEMP. -20 TO +70 °C
STORAGE TEMP. -40 TO +80 °C
SOLDERING TEMP. +260 °oC

2.0mm FROM BODY 3 SEC. MAX

ELECTRO-OPTICAL CHARACTERISTICS TA=23 Cl¢=400mA

PARAMETER MIN TYP MAX UNITS  TEST COND
PEAK WAVELENGTH 565 nm

SPECTRAL LINE HALF WIDTH 30 nm

FORWARD VOLTAGE 4.2 4.6 \% Ip =210mA
REVERSE CURRENT 200 uA W~ =8V
LUMINOUS INTENSITY 160 cd/m2 Ip=210mA

OPTO COMPONENTS INC.

LUMEX

290 E. HELLEN ROAD
PALATINE, ILLINOIS 60067
(847) 359-2790

CONFIDENTIAL INFORMATION

THE INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF LUMEX OPTO/COMPONENTS, INC.
EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITING BY LUMEX OPTO/COMPONENTS, INC., THE HOLDER OF
THIS_DOCUMENT SHALL KEEP ALL INFORMATION CONTAINED HEREIN CONFIDENTIAL AND SHALL PROTECT
SAME IN WHOLE OR IN PART FROM DISCLOSURE AND DISSEMINATION TO ALL THIRD PARTIES.

SCALE: N/A
88mm x 20mm BACKLIGHT, 42 CHIPS ON BOARD,
GREEN
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