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RELIABILITY NOTE

QUR MANY YEARS OF EXPERIENCE DATA ACCUMULATION INDICATE
THAT SOLDER HEAT IS A MAIGR CAUSE OF EARLY AND FUTURE
FAILURE. PLEASE PAY ATTENTICN TC YOUR SOLDERING PROCESS.

DRAWING NUMBER REV

SSB—LX500YD A

ELECTRO-CPTICAL CHARACTERISTICS Tp=25C |1 =20mA
FPARAMETER MIN TYP MAX UNITS  TEST COND
PEAK WAVELENGTH 585 (YELLOW) nm
FORWARD VOLTAGE 21 2.8 'z
REVERSE VOLTAGE 50 Ve Ir=100uA
AXIAL INTENSITY 20 med I+ =20mA
VIEWING ANGLE 120 2x theta
EMITTED COLCR YELLOW
EPOXY LENS FINISH VYELLOW DIFFUSED
LMITS CF SAFE OPERATICN AT 25'C
FARAMETER MAX UNITS
PEAK FORWARD CURRENT®* 150 mA
STEADY CURRENT 20 mA
POWER DISSIPATION 105 mW
DERATE FROM 25°C -1.2 mW/C
OPERATING, STORAGE TEMP —40 TO +85 C
LEAD SOLDERING TEMP +260 ‘C
2.0mm FROM BODY 3 SEC. MAX
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CONFIDENTIAL INFORMATICN
THE INFORMATION CONTAINED IN THIE DOCUMENT IS THE PROPERTY OF LUMEX CFTOL{GCIM:'UNENTE INC.
EXCEPT AS SPEEFICALLY AUTHARIZED IN WRITING BY LUMEX QPTA/COMPONENTS, ING, THE HOLDER OF
THE DOCLMENT EHALL KEEP ALL NFORMATION CONTAINED HEREIN CONFIOENTIAL AND SHALL PROTECT
SAMEC N WHOLE OR IN PART FRON DISCLOSURE AND DISSEMINATION TQ ALL THIRD PARTES.

DATE:  2-13-95 DWN: CHK'D: AFFD:
SCALE: N/A
7.5mm x 14mm 2 CHIP UGHT BAR,
YELLQW DIFFUSED
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