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ELEGTRO—OPTICAL CHARACTERISTICS Ta=25'C |y =20mA
4.450[" 0187 MAX
3180[ 0|13:| i PARAMETER MIN P MAX  UNITS  TEST COND
PEAK WAVELENGTH 565 (GREEN) nm
FORWARD VOLTAGE 2.0 2.5 Vi
—6.3500.2301— REVERSE VOLTAGE 5.0 Vi ly=1D0UA
— 4.6000.1811— AXIAL INTENSITY 10 med I#=20mA
VIEWING ANGLE 80 7% theta
EMITTED COLOR GREEN
|~ $2.900£0.114] EFOXY LENS FINISH GREEN DIFFUSED
/ LIMITS OF SAFE OPERATION AT 25°C
PARAMETER MAX UNITS
o L
@_/ 7.3710.2901] PEAK FORWARD CURRENT* 150 mA
STEADY CURRENT 25 mA
9.08+0,50[0.200+0.021] POWER DISSIPATION 105 mw
DERATE FROM 25C 13 mW/'C
OPERATING, STORAGE TEMP —40 TO +B5 G
LEAD SOLDERING TEMP +260 )
2.0mm FROM BODY 3 SEC. MAX
* 1<10uS
RELIABILITY NOTE
OUR MANY YEARS OF EXPERIENCE DATA ACCUMULATION INDICATE
THAT SOLDER HEAT IS A MAIOR CAUSE OF EARLY AND FUTURE
FAILURE. PLEASE PAY ATTENTION TO YOUR SOLDERING FRQCESS.
1 = NDIES
1. $SH-LXH103 HOLDER.
21.300.8391 REF. 2. SSL—LX30BF4GD LED.
' 290 E. HELLEN ROAD
PALATINE, ILLINOIS BOOB7
OFT0 COMPONENTS INC. (647) 359—2790
I1'00[0'039] MIN' CONFIDENTIAL INFOQRMATION
THE INFORNATION CONTAINED N THS DOCUMENT IS THE PROPERTY OF LUNEX DPTA/CONPONENTS, INC.
e — EXCEPT AS BPECIFICALLY AUTHORIZED IN WRITNG BY LUNEX OPTQ/COMPONENTS, INC., THE HOLDER DF
' THIS DOCUNENT SHALL KEEP ALL INFORMATIDN CONTANED HEREIN CDNFIDENTIAL ANO SHALL PROTECT
SAME N WHOLE OR IN PART FROM OISCLOSURE AND DISSEMNATION TO ALL THIRO PARTIES.
ANDDEJ J e 21497 DWN: CHK D: APPD:
2.54[0,100]4— —I|~0.50C0.0201 SCALE: N/A
4,65+0,5000.18320,021
T-3 (T—1) RIGHT ANGLE FAULT INDICATOR,
GREEN DIFFUSED WITH LINCUT LEADS
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