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ELECTRO-QPTICAL CHARACTERISTICS Tp=25'C

DRAWING NUMBER REV

SSL—-LX5091GD

Iy =20mA

PARAMETER MIN TP MAX UNITS  TEST COND
PEAK WAVELENGTH 565 (GREEN) nm
FORWARD VOLTAGE 2.0 2.8 Vi
REVERSE VOLTAGE 5.0 Ve Ir=100uA
AXIAL INTENSITY 80 med I;=2DmA
VIEWING ANGLE 80 2x theta
EMIMTED COLAOR GREEN
EPOXY LENS FINISH GREEN DIFFUSED
LIMITS OF SAFE DPERATION AT 25°C

PARAMETER MAX UNITS

PEAK FORWARD GURRENT* 150 mA

STEADY CURRENT 25 mA

POWER DISSIPATION 105 mW

DERATE FROM 25'C —1.2 mW/C

OPERATING, STORAGE TEMP —40 TQ +85 C

LEAD SOLDERING TEMP +260 'C

2.0mm FROM BODY 3 SEC. MAX

* t<10uS

oc/ms

292 E. HELLEN ROAD
PALATINE, ILLINOIS 600&§7
(708) 359-2790
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CONFIDENTIAL INFORMATION
THE INFORNATION CONTAINED IN THES DOCUMENT IS THE PROPERTY OF LUMEX OPTO, NPONENTS, INCo
EXCEPFT AB BPECIFICALLY AUTHDRIZED IN WRIMNDG BY LUMEX OPTU/COMPONENTS, INC, THE HOLDER OF
THIS DOCUNENT SHALL KEEP ALL NFORMATION CANTAINED HEREIN CONFIDENTIAL ANO SHALL PROTECT
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DATE: 1—3-95 DWN: CHKD: AFPD:
SCALE: N/A
T-5mm (T-1 3/4) LED, GREEN DIFFUSED
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